

EuroAsia Trading & Consulting s.r.o. – tubes demand description

1/
Welded cold sized tubes according standard EN 10305-3:2002 (extrait from the standard see below). 

2/
qty 2200 tons per year in total
3/
dimmensions: outside diameter 20 - 25 mm, wall thickness 1,2 - 3 mm, lenght 400 – 2000 mm, lenght tolerance +/- 0,5 mm

4/
steel grade: E370+CR2, E420+CR2
5/
surface condition: S3 – cold rolled strip, slightly oiled as an anticorrosive protection

6/
non destructive testing of weld seem quality required
7/
with each delivery: inspection certificate 3.1B in accordance with EN 10204 required, flattening and drift expanding test applicable 

8/
packaging – bundles with tube ends protection against damages, tubes must not move inside the container during manipulation, each bundle labeled, manipulation with bundles by forklift required 
9/
delivery timing and qty based on the call-off of a purchaser

10/
supplier must comply and agree to General purchasing conditions of EuroAsia 

11/
1000 pcs of samples of each dimmension required prior to serial delivery
12/
sampling documentation in compliance with PPAP level 3

13/
parts must comply with feasibility commitment signed by the supplier

14/
parts must be free of any silicone-based lubricating or corosive protecting products

date: 20/7/2010
[image: image1.emf]



29.7.2010                                       

